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Compartments 
Section 42.66 of Part 42 was promul

gated by Civil Air Regulations Amend
ment 42-35 (26 F.R. 11356) issued No
vember 27, 1961, to become effective 
January 2,1962. This section provides a 
means by which cargo may be safely 
carried in the passenger compartment of 
-an air carrier airplane. 

Subsequent to the issuance of Amend
ment 42-35, certain air carriers re
quested reconsideration of 5 42.66 (aM3) 
of that amendment which specified that 
approved cargo bins installed aft of pas
sengers shall not be higher than the 
height of the passenger seats on the air
plane. I n addition, comments were re-

location which will obscure any passen
ger's view of the "seat belt" or "no smok
ing" sign, - unless an auxiliary sign, or 
some other approved means for notifica
tion pf the passenger is provided. 

The provisions of paragraphs (a) (1) 
and (4) of this amendment specify the 
strength which a cargo bin and its at
tachments must meet for approval. I t 
was intended, in Amendment 42-35, that 
this strength be such that in the event 
the airplane was involved in a survivable 
crash involving high deceleration forces, 
the cargo bin would not shift forward or 
be dislodged and injure the passengers. 
To provide this safeguard, the strength 
of the bin and its attachments must be 
able to withstand at least the load factors 
and emergency landing conditions ap
plicable to the passenger seats installed 
on the airplane. The combined weight 
of the cargo bin and its contents must be 
used to determine this strength. How-
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Cargo s h a l l not be c a r r i e d i n t h e p a s 
senger compartment of a n airplane ex
cept as provided i n either paragraph <a) 
or (b) of t h i s section. 

(a) Cargo carr ied aft of the foremost 
seated passengers shal l be e a r n e d i n a n 
approved cargo bin. Approved cargo 
bins s h a l l meet the requirements of s u b 
paragraphs (1) through (8) of this 
p a r a g r a p h . 

(1) T h e bin s h a l l be capable of w i t h 
standing the load factors and emergency 
landing conditions applicable to the p a s 
senger seats o f t h e a irplane i n w h i c h the 
bin is installed multiplied by a factor 
of 1.15. T h e combined weight of the bin 
a n d the m a x i m u m weight of cargo w h i c h 
m a y be carr ied i n the bin s h a l l be used 
to determine this strength. 

(2) T h e m a x i m u m weight of cargo 
w h i c h the b in is approved to c a r r y a n d 
any instructions necessary to insure 
proper weight distribution w i t h i n the bin 
shal l be conspicuously marked on the 
bin. 

(3) T h e bin s h a l l not impose any load 
on the floor or other structure of the 
airplane w h i c h exceeds the structural 
load limitations of s u c h components. 

(4) T h e bin shal l be attached to the 
seat t racks or to the floor structure of 
the airplane, a n d its attachments shal l 
withstand the load factors a n d emer
gency landing conditions applicable to 
the passenger seats of the airplane i n 
w h i c h the bin is installed multiplied by 
either the factor 1.15 or the seat a t t a c h 
ment factor specified for the airplane, 
whichever is greater. T h e combined 
weight of the b in a n d the m a x i m u m 
weight of cargo w h i c h may be carr ied in 
the bin s h a l l be used to determine this 
strength. 

(5) T h e b i n shal l not be installed i n 
a position which restricts access to or 
use of any required emergency exit , or 
the use of the aisle i n the passenger 
compartment, 

(6) T h e b i n shal l be fully enclosed a n d 
constructed of mater ia l w h i c h is at least 
flame resistant . 

(7> Suitable safeguards snai l be p r o 

vided w i t h i n the b in to prevent the cargo 
from shi f t ing under emergency landing 
conditions. 

(8) T h e b in s h a l l not be installed i n 
a position w h i c h obscures any passen
ger's view of the " s e a t belt " or " n o 
s m o k i n g " sign, nor s h a l l any required 
exit s ign be blocked f r o m view, unless a n 
auxi l iary sign or other approved means 
for proper notification of such passenger 
is provided. 

(b) Cargo carr ied forward of the fore
most seated passengers shal l be carried 
either in approved cargo bins as speci 
fied i n p a r a g r a p h <a> of this section, or 
in accordance wi th the following require 
ments : 

(1) I t shal l be properly secured by 
means of safety belts or other tiedowns 
having sufficient strength to eliminate 
the possibility of shifting under a l l n o r 
mal ly anticipated flight a n d ground 
conditions; 

(2) I t shal l be packaged or covered i n 
a m a n n e r to avoid possible i n j u r y to 
passengers; 

(3) I t s h a l l not impose a n y load on 
seats or the floor structure w h i c h e x 
ceeds the structural load l imitat ion for 
those components; 

(4) I t s h a l l not be located i n a posi 
t ion w h i c h restricts the access to or use 
of any required emergency or regular 
exit, or the use of the aisle i n the p a s 
senger compartment ; a n d 

(5) I t shal l not be located in a posi
tion w h i c h obscures any passenger's 
view of the " s e a t belt " or " n o s m o k i n g " 
s ign, nor s h a l l any required exit sign be 
blocked from view, unless a n auxi l iary 
sign or other approved means for proper 
notification of s u c h passenger is provided. 
(Sec. 313(a), 601. 604, 605; 72 Stat. 752. 775, 
778; 49 VS.C. 1354(a), 1421. 1424. 1425) 

Issued in Washington, D . C . , on J a n 
uary 19,1962. 

ALAN V. DEAN, 
Acting Administrator. 

[F.R. Doc. 62-791; Filed, J a n . 22, 1962; 
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